SABAF

for technology and safety.

MODELS 16F-16FS

Dual brass gas taps without safety device

............................................. Construction
NV

Body: Forged brass

Cone: Brass

Cap: Die cast aluminium alloy

Spindle: Brass

............................................. Connections
N

Standard Inlet: Round 16mm. diameter

Standard Outlet: 1/4 gas male

Spindle dimension: 8x6,5mm.

Shape according to customer's request

Functional data

Maximum working temperature: 130°C (CE) or 150°C (CSA)
Maximum working pressure: 65 mbar

Flow: 250 I/h

Internal leak tightness: < 20 cc/h (at 150 mbar )

Stroke: 3mm

Overall dimensions

6 mm / &mm

236 /319"

Installation

Maximum inlet torque: 1,5 Nm.
Maximum outlet torque: 15 Nm.
Maximum injector torque: 4 Nm.
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Available spindle rotation:

................................ MODEL 16FS
A4
0° CHIUSD - CLOSED
LITE POS. WITH LATCH
609
1 SIMMER ON__
2 MAX. 90 ———

POSIZIONE CON TACCA
POS. WITH LATCH

.1 SIMMER ON

2 closed
o W
3%
1 SIMMER ON™ 1 SIMMER ON
2 min. 7 closed

SABAF S.p.a. Via Dei Carpini, 1 - 25035 Ospitaletto - Brescia (Italy)
Telefono: +39 030 6843001 - Fax +39 030 6848249 - info@sabaf.it - www.sabaf.it



